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Perar Product Range

Trunnion Mounted Side-Entry Ball Valves

Side-Entry Ball Valves represent the basic design 
standard of PERAR trunnion mounted valves 
covering a wide range of sizes and pressure 
classes.

General characteristics:
• 2 or 3 pieces side entry design    
 with trunnion mounted or support plate   
 configuration
• Design per API 6D or API 6A
• Full Bore and Reduced Bore design
• Flanged, Welding or Hub Ends
• Bi-directional sealing
• Fire-safe design

Model:   EC
Size:   1/2” to 4”
Pressure Classes: ASME 150# to 2500#
   API 6A 3000 to 15000
Temp. Range: -196°C to 400°C

Model:   EB
Size:   4” to 68”
Pressure Classes: ASME 150# to 2500#
   API 6A 3000 to 15000
Temp. Range: -196°C to 400°C
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 Perar Design Features - Side Entry Ball Valves

2 or 3 pieces side entry design with trunnion 
mounted or support plate configuration for 
smooth and low torque operations

Forged body and end adaptors

Drive train mechanism sized to safely 
withstand the maximum torque loads exerted 
by the different operating systems

Different end types available (flanged, welded, 
hubs, etc.) in compliance with the main 
international codes

Hard-faced metal seated design is an option 
to the standard soft insert seat-to-ball sealing 
system
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QUALITY

THAT’S

Trunnion Mounted 
Side Entry Bolted Body Ball Valves

The Best Guarantee of Safety
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17a

39c

99
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16
16

31
69

70

27b
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77
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17a
43

32

30

10a
77a

35

46

39

28a
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09b
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05

87

09a

44

86

24
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Part No. Description
01 Body

03 Seat Ring

04 Ball
05 Seat Spring
06 Stem

07 Upper Thrust Washer

08 Closure

09a Body Gasket

09b Closure O-Ring

10a Gland Plate Stud

16 Stem O-Ring

16a Stem Gasket

17a Gland Plate Nut

24 Body Stud

25 Body Stud Nut

27a Ball Bearing

27b Stem Bearing

28a Upper Thrust Washer

28b Lower Thrust Washer

30 Gland Plate

31 Gland Plate Gasket

32 Gland Plate O-Ring

33 Seat O-Ring

33a Sealant Seal O-Ring

Part No. Description
34 Drain Plug

35 Vent Valve

39 Bearing Retainer Pin

39c Adapter Plate Stud

43 Stem Grease Fitting

44 Seat Grease Fitting

46 Bearing Retainer

69 Stem Key Screw

70 Stem Key

77 Adapter Plate Pin

77a Gland Plate Pin

86 Lifting Lugs

87 Feet

99 Adapter Plate

Component Parts
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CS (ASTM A105, ASTM A216), LTCS (ASTM A350 LF2, ASTM A352)
High strength LTCS (A694 F52, F60, F65)
Austenitic SS (ASTM A182 F304, F316, ASTM A351 CF3, CF3M, CF8, CF8M)
Duplex SS 22% Cr (ASTM A182 F51, ASTM A890, A995)
Superduplex SS 25% Cr (ASTM A182 F53/F55, ASTM A890, A995)
6Mo SS (ASTM A182 F44, ASTM)
Inconel 625
Incoloy 825
Monel

BODY, CLOSURE

Valve Material Selection

CS (ASTM A105), LTCS (ASTM A350 LF2) + ENP 0.003”
High strength LTCS (A694 F52, F60, F65) + ENP 0.003”
AISI 410 Martensitic SS (ASTM A182 F6a)
17-4 PH
Austenitic SS (ASTM A182 F304, F316)
Duplex SS 22% Cr (ASTM A182-F51)
Superduplex SS 25% Cr (ASTM A182 F53/F55)
6Mo SS (ASTM A182 F44)
Inconel 625
Inconel 718
Incoloy 825
Monel

TRIM (SEAT, BALL AND STEM)

Viton A FKM O-ring
Viton GLT FKM O-ring
Viton AED FKM O-ring
HNBR O-ring
FFKM O-ring
PTFE + ELGILOY Lip-Seals
Graphite Packing / Gaskets

BODY SEALS / SEAT SEALS

Viton A/GLT/AED FKM
HNBR
PTFE / RPTFE
Nylon / DEVLON V
PCTFE / KEL-F
PEEK
METAL with either Tungsten Carbide or Chromium Carbide Coating (0.15 mm min. thk.)

SEAT INSERT

ASTM A193 B7/B7M, ASTM A320 L7/L7M
A193/A320 B8/B8M
UNS S31803, UNS S32760, ASTM A453-GR.660

BOLTING
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A

B

C

P

R

Q

F

”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 24 42,01 45,00 23,19 19,69 22,72 33,07 27,09 25,00 7275

mm-Kg 600 1067 1143 589 500 577 840 688 635 3300

inch-lb 26 45,00 49,02 24,92 21,30 24,33 34,45 35,35 26,61 8730

mm-Kg 650 1143 1245 633 541 618 875 898 676 3960

inch-lb 28 49,02 52,99 26,93 22,44 25,31 36,22 33,66 27,76 10185

mm-Kg 700 1245 1346 684 570 643 920 855 705 4620

inch-lb 30 50,98 55,00 28,94 24,02 27,64 39,13 34,41 29,33 11640

mm-Kg 750 1295 1397 735 610 702 994 874 745 5280

inch-lb 32 54,02 60,00 30,67 25,87 29,53 41,34 40,55 31,18 14881

mm-Kg 800 1372 1524 779 657 750 1050 1030 792 6750

inch-lb 34 57,99 64,02 32,68 27,17 30,28 42,56 43,15 32,48 16909

mm-Kg 850 1473 1626 830 690 769 1081 1096 825 7670

inch-lb 36 60,00 67,99 34,41 28,27 32,05 45,67 45,28 33,58 18960

mm-Kg 900 1524 1727 874 718 814 1160 1150 853 8600

inch-lb 38 * * * * * * * * *

mm-Kg 950 * * * * * * * * *

inch-lb 40 66,14 * 38,43 31,89 34,96 46,06 52,17 37,20 21164

mm-Kg 1000 1680 * 976 810 888 1170 1325 945 9600

inch-lb 42 67,99 * 40,16 33,23 36,93 52,17 51,30 38,39 30137

mm-Kg 1050 1727 * 1020 844 938 1325 1303 975 13670

inch-lb 48 72,99 * 45,91 37,99 42,80 56,02 58,74 43,31 43585

mm-Kg 1200 1854 * 1166 965 1087 1423 1492 1100 19770

* * * * * * * * * * *

* * * * * * * * * * *

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 2 7,01 8,50 1,93 3,54 5,08 n.a. n.a. n.a. 73

mm-Kg 50 178 216 49 90 129 n.a. n.a. n.a. 33

inch-lb 3 7,99 11,14 2,91 4,21 6,06 n.a. n.a. n.a. 99

mm-Kg 80 203 283 74 107 154 n.a. n.a. n.a. 45

inch-lb 4 9,02 12,01 3,94 5,24 7,36 n.a. n.a. n.a. 209

mm-Kg 100 229 305 100 133 187 n.a. n.a. n.a. 95

inch-lb 6 15,51 17,99 5,91 6,54 9,25 9,69 11,02 10,71 337

mm-Kg 150 394 457 150 166 235 246 280 272 153

inch-lb 8 17,99 20,51 7,91 7,87 10,75 9,92 13,11 11,81 556

mm-Kg 200 457 521 201 200 273 252 333 300 252

inch-lb 10 20,98 22,01 9,92 9,57 12,48 14,84 16,77 13,50 917

mm-Kg 250 533 559 252 243 317 377 426 343 416

inch-lb 12 24,02 25,00 11,93 11,02 13,90 17,76 16,85 16,34 1371

mm-Kg 300 610 635 303 280 353 451 428 415 622

inch-lb 14 27,01 30,00 13,15 12,01 14,88 20,31 19,29 17,24 2028

mm-Kg 350 686 762 334 305 378 516 490 438 920

inch-lb 16 30,00 32,99 15,16 13,70 16,34 22,83 22,09 19,02 2557

mm-Kg 400 762 838 385 348 415 580 561 483 1160

inch-lb 18 34,02 35,98 17,17 15,35 18,31 25,75 26,42 20,67 3594

mm-Kg 450 864 914 436 390 465 654 671 525 1630

inch-lb 20 35,98 39,02 19,17 16,65 19,69 28,46 25,08 21,89 4630

mm-Kg 500 914 991 487 423 500 723 637 556 2100

inch-lb 22 * * * * * * * * *

mm-Kg 550 * * * * * * * * *

ASME Class 150# 
Side Entry Bolted Body 

   FULL BORE              FULL BORE 
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F

A

B

C

P

R

Q

”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 18x16 34,02 35,98 15,16 13,70 16,34 22,83 22,09 19,02 2646

mm-Kg 450x400 864 914 385 348 415 580 561 483 1200

inch-lb 20x16 35,98 39,02 15,16 13,70 16,34 22,83 22,09 19,02 2822

mm-Kg 500x400 914 991 385 348 415 580 561 483 1280

inch-lb 20x18 35,98 39,02 17,17 15,35 18,31 25,75 26,42 20,67 3748

mm-Kg 500x450 914 991 436 390 465 654 671 525 1700

inch-lb 24x20 42,01 45,00 19,17 16,65 19,69 28,46 25,08 21,89 4872

mm-Kg 600x500 1067 1143 487 423 500 723 637 556 2210

inch-lb 28x24 49,02 52,99 23,19 19,69 22,72 33,07 27,09 25,00 7606

mm-Kg 700x600 1245 1346 589 500 577 840 688 635 3450

inch-lb 30x24 50,98 55,00 23,19 19,69 22,72 33,07 27,09 25,00 7937

mm-Kg 750x600 1295 1397 589 500 577 840 688 635 3600

inch-lb 28x26 49,02 52,99 24,92 21,30 24,33 34,45 35,35 26,61 8598

mm-Kg 700x650 1245 1346 633 541 618 875 898 676 3900

inch-lb 30x26 50,98 55,00 24,92 21,30 24,33 34,45 35,35 26,61 9149

mm-Kg 750x650 1295 1397 633 541 618 875 898 676 4150

inch-lb 30x28 50,98 55,00 26,93 22,44 25,31 36,22 33,66 27,76 10692

mm-Kg 750x700 1295 1397 684 570 643 920 855 705 4850

inch-lb 36x30 60,00 67,99 28,94 24,02 27,64 39,13 34,41 29,33 12346

mm-Kg 900x750 1524 1727 735 610 702 994 874 745 5600

inch-lb 36x32 60,00 67,99 30,67 25,87 29,53 41,34 40,55 31,18 15653

mm-Kg 900x800 1524 1727 779 657 750 1050 1030 792 7100

inch-lb 36x34 60,00 67,99 32,68 * * * * * *

mm-Kg 900x850 1524 1727 830 * * * * * *

* * * * * * * * * * *

* * * * * * * * * * *

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 3x2 7,99 11,14 1,93 3,54 5,08 n.a. n.a. n.a. 79

mm-Kg 80x50 203 283 49 90 129 n.a. n.a. n.a. 36

inch-lb 4x3 9,02 12,01 2,91 4,21 6,06 n.a. n.a. n.a. 110

mm-Kg 100x80 229 305 74 107 154 n.a. n.a. n.a. 50

inch-lb 6x4 15,51 17,99 3,94 5,24 7,36 n.a. n.a. n.a. 229

mm-Kg 150x100 394 457 100 133 187 n.a. n.a. n.a. 104

inch-lb 8x6 17,99 20,51 5,91 6,54 9,25 9,69 11,02 10,71 375

mm-Kg 200x150 457 521 150 166 235 246 280 272 170

inch-lb 10x6 20,98 22,01 5,91 6,54 9,25 9,69 11,02 10,71 408

mm-Kg 250x150 533 559 150 166 235 246 280 272 185

inch-lb 10x8 20,98 22,01 7,91 7,87 10,75 9,92 13,11 11,81 595

mm-Kg 250x200 533 559 201 200 273 252 333 300 270

inch-lb 12x8 24,02 25,00 7,91 7,87 10,75 9,92 13,11 11,81 661

mm-Kg 300x200 610 635 201 200 273 252 333 300 300

inch-lb 12x10 24,02 25,00 9,92 9,57 12,48 14,84 16,77 13,50 970

mm-Kg 300x250 610 635 252 243 317 377 426 343 440

inch-lb 14x10 27,01 30,00 9,92 9,57 12,48 14,84 16,77 13,50 1019

mm-Kg 350x250 686 762 252 243 317 377 426 343 462

inch-lb 14x12 27,01 30,00 11,93 11,02 13,90 17,76 16,85 16,34 1440

mm-Kg 350x300 686 762 303 280 353 451 428 415 653

inch-lb 16x12 30,00 32,99 11,93 11,02 13,90 17,76 16,85 16,34 1521

mm-Kg 400x300 762 838 303 280 353 451 428 415 690

inch-lb 16x14 30,00 32,99 13,15 12,01 14,88 20,31 19,29 17,24 2130

mm-Kg 400x350 762 838 334 305 378 516 490 438 966

inch-lb 18x14 34,02 35,98 13,15 12,01 14,88 20,31 19,29 17,24 2756

mm-Kg 450x350 864 914 334 305 378 516 490 438 1250

ASME Class 150# 
Side Entry Bolted Body 

   REDUCED BORE              REDUCED BORE 
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A

B

C

P

R

Q

F

”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 24 45,00 45,00 23,19 20,00 23,54 33,39 31,69 25,31 8051

mm-Kg 600 1143 1143 589 508 598 848 805 643 3652

inch-lb 26 49,02 49,02 24,92 21,46 25,00 36,06 32,60 26,77 9590

mm-Kg 650 1245 1245 633 545 635 916 828 680 4350

inch-lb 28 52,99 52,99 26,93 23,23 26,77 38,58 32,91 28,54 12059

mm-Kg 700 1346 1346 684 590 680 980 836 725 5470

inch-lb 30 55,00 55,00 28,94 24,80 28,43 40,55 37,40 30,12 14088

mm-Kg 750 1397 1397 735 630 722 1030 950 765 6390

inch-lb 32 60,00 60,00 30,67 26,97 30,63 44,49 39,37 32,28 17240

mm-Kg 800 1524 1524 779 685 778 1130 1000 820 7820

inch-lb 34 64,02 64,02 32,68 27,76 31,46 45,28 41,69 33,07 20723

mm-Kg 850 1626 1626 830 705 799 1150 1059 840 9400

inch-lb 36 67,99 67,99 34,41 29,13 32,76 48,43 44,29 35,63 23545

mm-Kg 900 1727 1727 874 740 832 1230 1125 905 10680

inch-lb 38 * * * * * * * * *

mm-Kg 950 * * * * * * * * *

inch-lb 40 67,99 * 38,43 32,44 36,14 51,57 38,98 37,76 26235

mm-Kg 1000 1727 * 976 824 918 1310 990 959 11900

inch-lb 42 72,99 * 40,16 33,94 38,66 54,92 48,35 39,17 33510

mm-Kg 1050 1854 * 1020 862 982 1395 1228 995 15200

inch-lb 48 77,64 * 45,91 38,86 44,17 56,42 56,85 44,49 47840

mm-Kg 1200 1972 * 1166 987 1122 1433 1444 1130 21700

* * * * * * * * * * *

* * * * * * * * * * *

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 2 8,50 8,50 1,93 3,54 5,51 n.a. n.a. n.a. 62

mm-Kg 50 216 216 49 90 140 n.a. n.a. n.a. 28

inch-lb 3 11,14 11,14 2,91 4,33 6,30 n.a. n.a. n.a. 132

mm-Kg 80 283 283 74 110 160 n.a. n.a. n.a. 60

inch-lb 4 12,01 12,01 3,94 5,08 7,40 n.a. n.a. n.a. 287

mm-Kg 100 305 305 100 129 188 n.a. n.a. n.a. 130

inch-lb 6 15,87 17,99 5,91 6,54 9,25 10,00 11,02 10,71 441

mm-Kg 150 403 457 150 166 235 254 280 272 200

inch-lb 8 19,76 20,51 7,91 7,87 10,75 9,92 13,11 11,81 595

mm-Kg 200 502 521 201 200 273 252 333 300 270

inch-lb 10 22,36 22,01 9,92 9,76 12,52 14,84 18,11 13,70 1036

mm-Kg 250 568 559 252 248 318 377 460 348 470

inch-lb 12 25,51 25,00 11,93 11,34 13,94 17,68 18,35 16,34 1565

mm-Kg 300 648 635 303 288 354 449 466 415 710

inch-lb 14 30,00 30,00 13,15 12,40 15,16 21,02 19,49 17,72 2205

mm-Kg 350 762 762 334 315 385 534 495 450 1000

inch-lb 16 32,99 32,99 15,16 13,90 16,85 22,83 22,52 19,21 2998

mm-Kg 400 838 838 385 353 428 580 572 488 1360

inch-lb 18 35,98 35,98 17,17 15,67 18,50 26,14 20,79 20,87 4012

mm-Kg 450 914 914 436 398 470 664 528 530 1820

inch-lb 20 39,02 39,02 19,17 16,93 20,04 29,41 26,34 22,24 5137

mm-Kg 500 991 991 487 430 509 747 669 565 2330

inch-lb 22 42,99 42,99 21,18 18,62 21,77 31,26 26,18 23,94 6393

mm-Kg 550 1092 1092 538 473 553 794 665 608 2900

ASME Class 300# 
Side Entry Bolted Body 

   FULL BORE              FULL BORE 
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F

A

B

C

P

R

Q

”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 18x14 35,98 35,98 13,15 12,40 15,16 21,02 19,49 17,72 2866

mm-Kg 450x350 914 914 334 315 385 534 495 450 1300

inch-lb 18x16 35,98 35,98 15,16 13,90 16,85 22,83 22,52 19,21 3153

mm-Kg 450x400 914 914 385 353 428 580 572 488 1430

inch-lb 20x16 39,02 39,02 15,16 13,90 16,85 22,83 22,52 19,21 3307

mm-Kg 500x400 991 991 385 353 428 580 572 488 1500

inch-lb 20x18 39,02 39,02 17,17 15,67 18,50 26,14 20,79 20,87 4211

mm-Kg 500x450 991 991 436 398 470 664 528 530 1910

inch-lb 24x20 45,00 45,00 19,17 16,93 20,04 29,41 26,34 22,24 5401

mm-Kg 600x500 1143 1143 487 430 509 747 669 565 2450

inch-lb 28x24 52,99 52,99 23,19 20,00 23,54 33,39 31,69 25,31 8444

mm-Kg 700x600 1346 1346 589 508 598 848 805 643 3830

inch-lb 30x24 55,00 55,00 23,19 20,00 23,54 33,39 31,69 25,31 8885

mm-Kg 750x600 1397 1397 589 508 598 848 805 643 4030

inch-lb 28x26 52,99 52,99 24,92 21,46 25,00 36,06 32,60 26,77 10031

mm-Kg 700x650 1346 1346 633 545 635 916 828 680 4550

inch-lb 30x28 55,00 55,00 26,93 23,23 26,77 38,58 32,91 28,54 12655

mm-Kg 750x700 1397 1397 684 590 680 980 836 725 5740

inch-lb 36x30 67,99 67,99 28,94 24,80 28,43 40,55 37,40 30,12 14793

mm-Kg 900x750 1727 1727 735 630 722 1030 950 765 6710

inch-lb 36x32 67,99 67,99 30,67 26,97 30,63 44,49 39,37 32,28 18078

mm-Kg 900x800 1727 1727 779 685 778 1130 1000 820 8200

inch-lb 36x34 67,99 67,99 32,68 27,76 31,46 45,28 41,69 33,07 21605

mm-Kg 900x850 1727 1727 830 705 799 1150 1059 840 9800

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 3x2 11,14 11,14 1,93 3,54 5,51 n.a. n.a. n.a. 68

mm-Kg 80x50 283 283 49 90 140 n.a. n.a. n.a. 31

inch-lb 4x3 12,01 12,01 2,91 4,33 6,30 n.a. n.a. n.a. 146

mm-Kg 100x80 305 305 74 110 160 n.a. n.a. n.a. 66

inch-lb 6x4 15,87 17,99 3,94 5,08 7,40 n.a. n.a. n.a. 315

mm-Kg 150x100 403 457 100 129 188 n.a. n.a. n.a. 143

inch-lb 8x6 19,76 20,51 5,91 6,54 9,25 10,00 11,02 11,81 441

mm-Kg 200x150 502 521 150 166 235 254 280 300 200

inch-lb 10x6 22,36 22,01 5,91 6,54 9,25 10,00 11,02 11,81 485

mm-Kg 250x150 568 559 150 166 235 254 280 300 220

inch-lb 10x8 22,36 22,01 7,91 7,87 10,75 9,92 13,11 11,81 655

mm-Kg 250x200 568 559 201 200 273 252 333 300 297

inch-lb 12x8 25,51 25,00 7,91 7,87 10,75 9,92 13,11 11,81 723

mm-Kg 300x200 648 635 201 200 273 252 333 300 328

inch-lb 12x10 25,51 25,00 9,92 9,76 12,52 14,84 18,11 13,70 1091

mm-Kg 300x250 648 635 252 248 318 377 460 348 495

inch-lb 14x10 30,00 30,00 9,92 9,76 12,52 14,84 18,11 13,70 1146

mm-Kg 350x250 762 762 252 248 318 377 460 348 520

inch-lb 14x12 30,00 30,00 11,93 11,34 13,94 17,68 18,35 16,34 1653

mm-Kg 350x300 762 762 303 288 354 449 466 415 750

inch-lb 16x12 32,99 32,99 11,93 11,34 13,94 17,68 18,35 16,34 1742

mm-Kg 400x300 838 838 303 288 354 449 466 415 790

inch-lb 16x14 32,99 32,99 13,15 12,40 15,16 21,02 19,49 17,72 2315

mm-Kg 400x350 838 838 334 315 385 534 495 450 1050

ASME Class 300# 
Side Entry Bolted Body 

   REDUCED BORE              REDUCED BORE 
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F

”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 24 55,00 55,00 23,19 20,28 23,82 36,61 29,65 25,59 10119

mm-Kg 600 1397 1397 589 515 605 930 753 650 4590

inch-lb 26 57,01 57,01 24,92 22,24 25,79 40,00 34,96 27,56 12809

mm-Kg 650 1448 1448 633 565 655 1016 888 700 5810

inch-lb 28 60,98 60,98 26,93 25,00 28,54 41,34 39,09 30,31 15543

mm-Kg 700 1549 1549 684 635 725 1050 993 770 7050

inch-lb 30 65,00 65,00 28,94 25,16 29,76 42,52 40,75 30,47 18188

mm-Kg 750 1651 1651 735 639 756 1080 1035 774 8250

inch-lb 32 70,00 70,00 30,67 27,20 32,09 46,85 47,05 32,56 21870

mm-Kg 800 1778 1778 779 691 815 1190 1195 827 9920

inch-lb 34 75,98 75,98 32,68 28,27 32,87 48,43 43,19 33,58 25353

mm-Kg 850 1930 1930 830 718 835 1230 1097 853 11500

inch-lb 36 82,01 82,01 34,41 29,92 34,65 51,57 42,60 35,04 29255

mm-Kg 900 2083 2083 874 760 880 1310 1082 890 13270

inch-lb 38 * * * * * * * * *

mm-Kg 950 * * * * * * * * *

inch-lb 40 80,00 * 38,43 33,66 38,43 55,91 43,43 38,98 38581

mm-Kg 1000 2032 * 976 855 976 1420 1103 990 17500

inch-lb 42 82,01 * 40,16 34,88 40,20 58,46 57,17 40,16 43211

mm-Kg 1050 2083 * 1020 886 1021 1485 1452 1020 19600

inch-lb 48 86,61 * 45,91 39,37 44,76 50,12 58,66 44,61 52228

mm-Kg 1200 2200 * 1166 1000 1137 1273 1490 1133 23690

* * * * * * * * * * *

* * * * * * * * * * *

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 2 11,50 11,50 1,93 3,74 5,51 n.a. n.a. n.a. 75

mm-Kg 50 292 292 49 95 140 n.a. n.a. n.a. 34

inch-lb 3 14,02 14,02 2,91 4,45 6,30 n.a. n.a. n.a. 198

mm-Kg 80 356 356 74 113 160 n.a. n.a. n.a. 90

inch-lb 4 17,01 17,01 3,94 5,43 8,31 n.a. n.a. n.a. 309

mm-Kg 100 432 432 100 138 211 n.a. n.a. n.a. 140

inch-lb 6 22,01 22,01 5,91 6,57 10,35 12,05 10,91 10,47 595

mm-Kg 150 559 559 150 167 263 306 277 266 270

inch-lb 8 25,98 25,98 7,91 8,07 10,91 14,96 15,20 11,81 908

mm-Kg 200 660 660 201 205 277 380 386 300 412

inch-lb 10 30,98 30,98 9,92 9,84 12,52 17,28 16,10 13,39 1543

mm-Kg 250 787 787 252 250 318 439 409 340 700

inch-lb 12 32,99 32,99 11,93 11,42 14,13 19,88 15,12 16,14 2006

mm-Kg 300 838 838 303 290 359 505 384 410 910

inch-lb 14 35,00 35,00 13,15 12,72 15,43 22,44 19,92 17,44 2901

mm-Kg 350 889 889 334 323 392 570 506 443 1316

inch-lb 16 39,02 39,02 15,16 14,09 17,05 24,80 19,69 19,41 3739

mm-Kg 400 991 991 385 358 433 630 500 493 1696

inch-lb 18 42,99 42,99 17,17 15,75 18,62 28,35 23,11 21,06 5115

mm-Kg 450 1092 1092 436 400 473 720 587 535 2320

inch-lb 20 47,01 47,01 19,17 17,13 20,00 31,22 25,12 22,44 6239

mm-Kg 500 1194 1194 487 435 508 793 638 570 2830

inch-lb 22 50,98 50,98 21,18 20,08 23,62 33,86 29,45 25,39 8179

mm-Kg 550 1295 1295 538 510 600 860 748 645 3710

ASME Class 600# 
Side Entry Bolted Body 

   FULL BORE              FULL BORE 
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”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 18x16 42,99 42,99 15,16 14,09 17,05 24,80 19,69 19,41 3924

mm-Kg 450x400 1092 1092 385 358 433 630 500 493 1780

inch-lb 20x16 47,01 47,01 15,16 14,09 17,05 24,80 19,69 19,41 4079

mm-Kg 500x400 1194 1194 385 358 433 630 500 493 1850

inch-lb 20x18 47,01 47,01 17,17 15,75 18,62 28,35 23,11 21,06 5401

mm-Kg 500x450 1194 1194 436 400 473 720 587 535 2450

inch-lb 24x20 55,00 55,00 19,17 17,13 20,00 31,22 25,12 22,44 6548

mm-Kg 600x500 1397 1397 487 435 508 793 638 570 2970

inch-lb 28x24 60,98 60,98 23,19 20,28 23,82 36,61 29,65 25,59 10626

mm-Kg 700x600 1549 1549 589 515 605 930 753 650 4820

inch-lb 30x24 65,00 65,00 23,19 20,28 23,82 36,61 29,65 25,59 11155

mm-Kg 750x600 1651 1651 589 515 605 930 753 650 5060

inch-lb 28x26 60,98 60,98 24,92 22,24 25,79 40,00 34,96 27,56 12566

mm-Kg 700x650 1549 1549 633 565 655 1016 888 700 5700

inch-lb 30x26 65,00 65,00 24,92 22,24 25,79 40,00 34,96 27,56 13448

mm-Kg 750x650 1651 1651 633 565 655 1016 888 700 6100

inch-lb 30x28 65,00 65,00 26,93 25,00 28,54 41,34 39,09 30,31 16314

mm-Kg 750x700 1651 1651 684 635 725 1050 993 770 7400

inch-lb 36x30 82,01 82,01 28,94 25,16 29,76 42,52 40,75 30,47 19092

mm-Kg 900x750 2083 2083 735 639 756 1080 1035 774 8660

inch-lb 36x32 82,01 82,01 30,67 27,20 32,09 46,85 47,05 32,56 22928

mm-Kg 900x800 2083 2083 779 691 815 1190 1195 827 10400

inch-lb 36x34 82,01 82,01 32,68 28,27 32,87 48,43 43,19 33,58 26235

mm-Kg 900x850 2083 2083 830 718 835 1230 1097 853 11900

* * * * * * * * * * *

* * * * * * * * * * *

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 3x2 14,02 14,02 1,93 3,74 5,51 n.a. n.a. n.a. 84

mm-Kg 80x50 356 356 49 95 140 n.a. n.a. n.a. 38

inch-lb 4x3 17,01 17,01 2,91 4,45 6,30 n.a. n.a. n.a. 220

mm-Kg 100x80 432 432 74 113 160 n.a. n.a. n.a. 100

inch-lb 6x4 22,01 22,01 3,94 5,43 8,31 n.a. n.a. n.a. 342

mm-Kg 150x100 559 559 100 138 211 n.a. n.a. n.a. 155

inch-lb 8x6 25,98 25,98 5,91 6,57 10,35 12,05 10,91 10,47 661

mm-Kg 200x150 660 660 150 167 263 306 277 266 300

inch-lb 10x6 30,98 30,98 5,91 6,57 10,35 12,05 10,91 10,47 728

mm-Kg 250x150 787 787 150 167 263 306 277 266 330

inch-lb 10x8 30,98 30,98 7,91 8,07 10,91 14,96 15,20 11,81 992

mm-Kg 250x200 787 787 201 205 277 380 386 300 450

inch-lb 12x8 32,99 32,99 7,91 8,07 10,91 14,96 15,20 11,81 1091

mm-Kg 300x200 838 838 201 205 277 380 386 300 495

inch-lb 12x10 32,99 32,99 9,92 9,84 12,52 17,28 16,10 13,39 1698

mm-Kg 300x250 838 838 252 250 318 439 409 340 770

inch-lb 14x10 35,00 35,00 9,92 9,84 12,52 17,28 16,10 13,39 1867

mm-Kg 350x250 889 889 252 250 318 439 409 340 847

inch-lb 14x12 35,00 35,00 11,93 11,42 14,13 19,88 15,12 16,14 2205

mm-Kg 350x300 889 889 303 290 359 505 384 410 1000

inch-lb 16x12 39,02 39,02 11,93 11,42 14,13 19,88 15,12 16,14 2315

mm-Kg 400x300 991 991 303 290 359 505 384 410 1050

inch-lb 16x14 39,02 39,02 13,15 12,72 15,43 22,44 19,92 17,44 3042

mm-Kg 400x350 991 991 334 323 392 570 506 443 1380

inch-lb 18x14 42,99 42,99 13,15 12,72 15,43 22,44 19,92 17,44 3638

mm-Kg 450x350 1092 1092 334 323 392 570 506 443 1650

ASME Class 600# 
Side Entry Bolted Body 

   REDUCED BORE              REDUCED BORE 
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”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 3x2 15,12 15,00 1,93 3,94 5,51 n.a. n.a. n.a. 137

mm-Kg 80x50 384 381 49 100 140 n.a. n.a. n.a. 62

inch-lb 4x3 18,11 17,99 2,91 4,45 6,46 n.a. n.a. n.a. 315

mm-Kg 100x80 460 457 74 113 164 n.a. n.a. n.a. 143

inch-lb 6x4 24,13 24,02 3,94 5,79 8,70 n.a. n.a. n.a. 714

mm-Kg 150x100 613 610 100 147 221 n.a. n.a. n.a. 324

inch-lb 8x6 29,13 29,02 5,91 6,73 9,49 12,60 10,79 10,63 992

mm-Kg 200x150 740 737 150 171 241 320 274 270 450

inch-lb 10x6 33,11 32,99 5,91 6,73 9,49 12,60 10,79 10,63 1091

mm-Kg 250x150 841 838 150 171 241 320 274 270 495

inch-lb 10x8 33,11 32,99 7,91 8,43 11,18 15,75 12,76 12,60 1268

mm-Kg 250x200 841 838 201 214 284 400 324 320 575

inch-lb 12x8 38,11 37,99 7,91 8,43 11,18 15,75 12,76 12,60 1400

mm-Kg 300x200 968 965 201 214 284 400 324 320 635

inch-lb 12x10 38,11 37,99 9,92 10,16 12,87 17,91 15,08 13,98 2066

mm-Kg 300x250 968 965 252 258 327 455 383 355 937

inch-lb 14x10 40,87 40,51 9,92 10,16 12,87 17,91 15,08 13,98 2271

mm-Kg 350x250 1038 1029 252 258 327 455 383 355 1030

inch-lb 14x12 40,87 40,51 11,93 11,73 14,53 20,28 15,43 17,13 2778

mm-Kg 350x300 1038 1029 303 298 369 515 392 435 1260

inch-lb 16x12 44,88 44,49 11,93 11,73 14,53 20,28 15,43 17,13 2917

mm-Kg 400x300 1140 1130 303 298 369 515 392 435 1323

inch-lb 16x14 44,88 44,49 12,68 12,99 15,75 24,33 18,86 18,31 4057

mm-Kg 400x350 1140 1130 322 330 400 618 479 465 1840

inch-lb 18x14 48,50 47,99 12,68 12,99 15,75 24,33 18,86 18,31 4630

mm-Kg 450x350 1232 1219 322 330 400 618 479 465 2100

inch-lb 18x16 48,50 47,99 14,69 14,69 17,76 26,69 24,49 20,08 5798

mm-Kg 450x400 1232 1219 373 373 451 678 622 510 2630

inch-lb 20x16 52,52 52,01 14,69 14,69 17,76 26,69 24,49 20,08 6085

mm-Kg 500x400 1334 1321 373 373 451 678 622 510 2760

inch-lb 20x18 52,52 52,01 16,65 16,65 19,57 29,92 25,98 21,97 7408

mm-Kg 500x450 1334 1321 423 423 497 760 660 558 3360

inch-lb 24x20 61,73 60,98 18,54 18,50 22,13 32,80 29,72 23,82 9370

mm-Kg 600x500 1568 1549 471 470 562 833 755 605 4250

inch-lb 30x24 74,88 * 22,44 21,97 25,51 37,01 34,88 27,28 16535

mm-Kg 750x600 1902 * 570 558 648 940 886 693 7500

inch-lb 28x26 * * 24,29 23,43 27,17 39,76 36,93 28,74 *

mm-Kg 700x650 * * 617 595 690 1010 938 730 *

inch-lb 30x26 74,88 * 24,29 23,43 27,17 39,76 36,93 28,74 19621

mm-Kg 750x650 1902 * 617 595 690 1010 938 730 8900

inch-lb 36x30 91,14 * 28,03 26,57 30,28 46,22 44,53 31,81 29586

mm-Kg 900x750 2315 * 712 675 769 1174 1131 808 13420

inch-lb 36x32 91,14 * 29,92 * * * * * *

mm-Kg 900x800 2315 * 760 * * * * * *

inch-lb 36x34 91,14 * 31,81 * * * * * *

mm-Kg 900x850 2315 * 808 * * * * * *

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 2 14,61 14,49 1,93 3,94 5,51 n.a. n.a. n.a. 123

mm-Kg 50 371 368 49 100 140 n.a. n.a. n.a. 56

inch-lb 3 15,12 15,00 2,91 4,45 6,46 n.a. n.a. n.a. 287

mm-Kg 80 384 381 74 113 164 n.a. n.a. n.a. 130

inch-lb 4 18,11 17,99 3,94 5,79 8,70 n.a. n.a. n.a. 650

mm-Kg 100 460 457 100 147 221 n.a. n.a. n.a. 295

inch-lb 6 24,13 24,02 5,91 6,73 9,49 12,60 10,79 10,63 904

mm-Kg 150 613 610 150 171 241 320 274 270 410

inch-lb 8 29,13 29,02 7,91 8,43 11,18 15,75 12,76 12,60 1155

mm-Kg 200 740 737 201 214 284 400 324 320 524

inch-lb 10 33,11 32,99 9,92 10,16 12,87 17,91 15,08 13,98 1878

mm-Kg 250 841 838 252 258 327 455 383 355 852

inch-lb 12 38,11 37,99 11,93 11,73 14,53 20,28 15,43 17,13 2646

mm-Kg 300 968 965 303 298 369 515 392 435 1200

inch-lb 14 40,87 40,51 12,68 12,99 15,75 24,33 18,86 18,31 3858

mm-Kg 350 1038 1029 322 330 400 618 479 465 1750

inch-lb 16 44,88 44,49 14,69 14,69 17,76 26,69 24,49 20,08 5512

mm-Kg 400 1140 1130 373 373 451 678 622 510 2500

inch-lb 18 48,50 47,99 16,65 16,65 19,57 29,92 25,98 21,97 7055

mm-Kg 450 1232 1219 423 423 497 760 660 558 3200

inch-lb 20 52,52 52,01 18,54 18,50 22,13 32,80 29,72 23,82 8929

mm-Kg 500 1334 1321 471 470 562 833 755 605 4050

inch-lb 22 * * * * * * * * *

mm-Kg 550 * * * * * * * * *

inch-lb 24 61,73 60,98 22,44 21,97 25,51 37,01 34,88 27,28 15013

mm-Kg 600 1568 1549 570 558 648 940 886 693 6810

inch-lb 26 65,87 * 24,29 23,43 27,17 39,76 36,93 28,74 18739

mm-Kg 650 1673 * 617 595 690 1010 938 730 8500

inch-lb 28 65,87 * 26,18 25,12 28,70 39,84 42,24 30,43 20944

mm-Kg 700 1673 * 665 638 729 1012 1073 773 9500

inch-lb 30 74,88 * 28,03 26,57 30,28 46,22 44,53 31,81 28175

mm-Kg 750 1902 * 712 675 769 1174 1131 808 12780

inch-lb 32 * * * * * * * * *

mm-Kg 800 * * * * * * * * *

inch-lb 34 * * * * * * * * *

mm-Kg 850 * * * * * * * * *

inch-lb 36 91,14 * 33,66 32,48 35,83 52,76 46,30 37,80 45195

mm-Kg 900 2315 * 855 825 910 1340 1176 960 20500

* * * * * * * * * * *

* * * * * * * * * * *

* * * * * * * * * * *

* * * * * * * * * * *

* * * * * * * * * * *

* * * * * * * * * * *

* * * * * * * * * * *

* * * * * * * * * * *

ASME Class 900# 
Side Entry Bolted Body 

   FULL BORE              REDUCED BORE 
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”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 3x2 18,62 18,50 1,93 3,94 5,51 n.a. n.a. n.a. 139

mm-Kg 80x50 473 470 49 100 140 n.a. n.a. n.a. 63

inch-lb 4x3 21,61 21,50 2,91 4,45 6,46 n.a. n.a. n.a. 315

mm-Kg 100x80 549 546 74 113 164 n.a. n.a. n.a. 143

inch-lb 6x4 27,99 27,76 3,94 5,79 8,46 n.a. n.a. n.a. 694

mm-Kg 150x100 711 705 100 147 215 n.a. n.a. n.a. 315

inch-lb 8x6 33,11 32,76 5,67 8,07 10,87 14,02 12,99 12,01 1146

mm-Kg 200x150 841 832 144 205 276 356 330 305 520

inch-lb 10x6 39,37 39,02 5,67 8,07 10,87 14,02 12,99 12,01 1257

mm-Kg 250x150 1000 991 144 205 276 356 330 305 570

inch-lb 10x8 39,37 39,02 7,56 9,76 12,48 17,83 16,77 13,70 1863

mm-Kg 250x200 1000 991 192 248 317 453 426 348 845

inch-lb 12x10 45,12 44,49 9,41 11,81 14,61 21,06 20,24 15,75 3483

mm-Kg 300x250 1146 1130 239 300 371 535 514 400 1580

inch-lb 16x12 55,39 54,49 11,30 13,70 16,54 23,23 24,57 19,02 5291

mm-Kg 400x300 1407 1384 287 348 420 590 624 483 2400

inch-lb 16x14 55,39 54,49 12,40 14,72 17,56 26,77 23,70 20,00 7275

mm-Kg 400x350 1407 1384 315 374 446 680 602 508 3300

inch-lb 18x14 61,38 * 12,40 14,72 17,56 26,77 23,70 20,00 9590

mm-Kg 450x350 1559 * 315 374 446 680 602 508 4350

inch-lb 18x16 61,38 * 14,17 16,61 19,69 30,71 28,54 21,73 9392

mm-Kg 450x400 1559 * 360 422 500 780 725 552 4260

inch-lb 20x16 66,38 * 14,17 16,61 19,69 30,71 28,54 21,73 9877

mm-Kg 500x400 1686 * 360 422 500 780 725 552 4480

inch-lb 20x18 66,38 * 15,98 18,03 22,36 32,28 30,75 23,35 11596

mm-Kg 500x450 1686 * 406 458 568 820 781 593 5260

inch-lb 24x20 77,64 * 17,87 20,98 25,16 36,38 34,92 26,46 16667

mm-Kg 600x500 1972 * 454 533 639 924 887 672 7560

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 2 14,61 14,49 1,93 3,94 5,51 n.a. n.a. n.a. 128

mm-Kg 50 371 368 49 100 140 n.a. n.a. n.a. 58

inch-lb 3 18,62 18,50 2,91 4,45 6,46 n.a. n.a. n.a. 300

mm-Kg 80 473 470 74 113 164 n.a. n.a. n.a. 136

inch-lb 4 21,61 21,50 3,94 5,79 8,46 n.a. n.a. n.a. 661

mm-Kg 100 549 546 100 147 215 n.a. n.a. n.a. 300

inch-lb 6 27,99 27,76 5,67 8,07 10,87 14,02 12,99 12,01 1093

mm-Kg 150 711 705 144 205 276 356 330 305 496

inch-lb 8 33,11 32,76 7,56 9,76 12,48 17,83 16,77 13,70 1863

mm-Kg 200 841 832 192 248 317 453 426 348 845

inch-lb 10 39,37 39,02 9,41 11,81 14,61 21,06 20,24 15,75 3179

mm-Kg 250 1000 991 239 300 371 535 514 400 1442

inch-lb 12 45,12 44,49 11,30 13,70 16,54 23,23 24,57 19,02 4797

mm-Kg 300 1146 1130 287 348 420 590 624 483 2176

inch-lb 14 50,24 49,49 12,40 14,72 17,56 26,77 23,70 20,00 6724

mm-Kg 350 1276 1257 315 374 446 680 602 508 3050

inch-lb 16 55,39 54,49 14,17 16,61 19,69 30,71 28,54 21,73 8951

mm-Kg 400 1407 1384 360 422 500 780 725 552 4060

inch-lb 18 61,38 * 15,98 18,03 22,36 32,28 30,75 23,35 11045

mm-Kg 450 1559 * 406 458 568 820 781 593 5010

inch-lb 20 66,38 * 17,87 20,98 25,16 36,38 34,92 26,46 15873

mm-Kg 500 1686 * 454 533 639 924 887 672 7200

inch-lb 22 * * * * * * * * *

mm-Kg 550 * * * * * * * * *

inch-lb 24 77,64 * 21,50 24,72 29,33 42,36 41,10 30,00 29542

mm-Kg 600 1972 * 546 628 745 1076 1044 762 13400

* * * * * * * * * * *

* * * * * * * * * * *

ASME Class 1500# 
Side Entry Bolted Body 

   FULL BORE              REDUCED BORE 



26

A

B

C

P

R

Q

F

”Al l  the above dimensions and weights could be subjected to changes by Perar SpA without any noti f icat ion, due to engineering activi t ies. 
Therefore, please consult  the factory for confirmation on the above data as well  as for other dimensions and weights not reported in the table”.

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 3x2 22,99 22,76 1,65 4,25 6,06 n.a. n.a. n.a. 212

mm-Kg 80x50 584 578 42 108 154 n.a. n.a. n.a. 96

inch-lb 4x3 26,89 26,50 2,44 6,18 8,15 n.a. n.a. n.a. 441

mm-Kg 100x80 683 673 62 157 207 n.a. n.a. n.a. 200

inch-lb 6x4 36,50 35,98 3,43 7,32 9,61 n.a. n.a. n.a. 728

mm-Kg 150x100 927 914 87 186 244 n.a. n.a. n.a. 330

inch-lb 8x6 40,87 40,24 5,16 10,04 13,23 17,72 14,96 13,90 2161

mm-Kg 200x150 1038 1022 131 255 336 450 380 353 980

inch-lb 10x6 50,87 50,00 5,16 10,04 13,23 17,72 14,96 13,90 2271

mm-Kg 250x150 1292 1270 131 255 336 450 380 353 1030

inch-lb 10x8 50,87 50,00 7,05 12,01 15,94 20,00 20,47 15,94 4828

mm-Kg 250x200 1292 1270 179 305 405 508 520 405 2190

inch-lb 12x8 56,89 55,98 7,05 12,01 15,94 20,00 20,47 15,94 5115

mm-Kg 300x200 1445 1422 179 305 405 508 520 405 2320

inch-lb 12x10 56,89 55,98 8,78 13,86 18,39 25,79 23,31 17,80 6614

mm-Kg 300x250 1445 1422 223 352 467 655 592 452 3000

SIZE A(RF) A(BW) B C F P Q R WEIGHT

inch-lb 2 17,87 17,76 1,65 4,25 6,06 n.a. n.a. n.a. 194

mm-Kg 50 454 451 42 108 154 n.a. n.a. n.a. 88

inch-lb 3 22,99 22,76 2,44 6,18 8,15 n.a. n.a. n.a. 397

mm-Kg 80 584 578 62 157 207 n.a. n.a. n.a. 180

inch-lb 4 26,89 26,50 3,43 7,32 9,61 n.a. n.a. n.a. 661

mm-Kg 100 683 673 87 186 244 n.a. n.a. n.a. 300

inch-lb 6 36,50 35,98 5,16 10,04 13,23 17,72 14,96 13,90 1962

mm-Kg 150 927 914 131 255 336 450 380 353 890

inch-lb 8 40,87 40,24 7,05 12,01 15,94 20,00 20,47 15,94 4387

mm-Kg 200 1038 1022 179 305 405 508 520 405 1990

inch-lb 10 50,87 50,00 8,78 13,86 18,39 25,79 23,31 17,80 6041

mm-Kg 250 1292 1270 223 352 467 655 592 452 2740

inch-lb 12 56,89 55,98 10,43 15,35 19,92 27,99 26,38 20,67 8532

mm-Kg 300 1445 1422 265 390 506 711 670 525 3870

* * * * * * * * * * *

* * * * * * * * * * *

ASME Class 2500# 
Side Entry Bolted Body 

   FULL BORE              REDUCED BORE 


