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WALWORTH CAST IRON NRS GATE VALVES 
CLASS 125
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Diameter

mm 51 64 76 102 127 152 203 254 305 356 406 457 508 610 762 914

LQ� 2 2 
��� 3 4 5 6 8 10 12 14 16 18 20 24 30 36

A
mm 177.8 190.0 203.2 228.6 254.0 266.7 292.1 330.2 355.6 381.0 406.4 432.0 457.0 508.0 PCR PCR

in 7.00 7.48 8.00 9.00 10.00 10.50 11.50 13.00 14.00 15.00 16.00 17.01 17.99 20.00 PCR PCR

B
mm 302 332 335 423 485 545 644 769 860 987 1044 1148 1257 1418 PCR PCR

in 11.89 13.07 13.19 16.65 19.09 21.46 25.35 30.28 33.86 38.86 41.10 45.20 49.49 55.83 PCR PCR

C
mm 178 178 200 254 300 300 348 400 457 560 560 610 610 765 PCR PCR

in 7.01 7.01 7.87 10.00 11.81 11.81 13.70 15.75 17.99 22.05 22.05 24.02 24.02 30.12 PCR PCR

E
mm 152.0 178.0 190.0 228.6 254.0 279.4 343.0 406.0 483.0 533.4 597.0 635.0 699.0 813.0 PCR PCR

in 5.98 7.01 7.48 9.00 10.00 11.00 13.50 15.98 19.02 21.00 23.50 25.00 27.52 32.01 PCR PCR

Weight kg 17 22 27 47 68 87 118 197 275 370 463 589 762 1113 2086 3083

W719F lb 37.49 48.51 59.54 103.64 149.94 191.84 260.20 434.40 606.39 815.88 1020.95 1298.79 1680.26 2454.24 4599.78 6798.24

Cv
Flow 241.0 386.0 556.0 1018.0 1639.0 2438.0 4486.0 7009.0 10473.0 14256.0 18619.0 24528.0 30281.0 43605.0 83444 120160
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DESIGN FEATURES
�� 'HVLJQ�LQ�DFFRUGDQFH�ZLWK�066�63���
�� CLASS 125
�� Non Rising Stem (NRS)
�� Cast Iron Construction
�� Bolted Body design
�� Handwheel Operated
�� Face to Face dimensions as per ANSI B16.10
�� Flanged drilled as per ANSI B16.1
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PCR= per customer request


