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APM = As per manufacturer

TRUNNION MOUNTED BALL VALVE BOLTED BODY, CLASS 900
�*($5�23(5$7('�

• Side entry
• Blow out proof stem
• Soft & metal - metal seats
• Gear operated from 6” and up starting from Class 900 #
• Three piece forged body design
• Bleed valve
• Fire safe packing
• Lifting lugs
• Heavy wall thickness
• 6HFRQGDU\�VHDW�LQMHFWLRQ�VHDODQW
• Draining plug
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Diameter

mm           
LQ

150              
6"

200            
8"

250             
10"

300           
12"

350             
14"

400             
16"

450            
18"

500             
20"

610             
24"

660             
26"

711             
28"

762             
30"

813             
32"

864             
34"

914             
36"

d mm            
in

150             
5.91

201             
7.91

252                 
9.92

303             
11.93

322             
13.15

373                  
14.69

423            
16,65

471            
18.54

570             
22.44

617             
24,29

665             
26,18

712             
28,03

760             
30

808             
32

855             
34

D mm            
in

381         
15

470             
18.50

546             
21.50

610          
24.02

640             
25.19

705         
27.76

785                 
31

855                  
33.66

1040           
40.94

1085           
42,71

1170           
46,06

1230           
48,42

1315           
51,77

1395           
54,92

1460           
57,48

D2 mm            
in

216            
8.50

270             
10.63

324               
12.76

419             
15

467            
18,38

524            
20,67

594             
23,38

648             
25,51

772             
30,39

832             
32,75

889             
35

946          
37,24

1003             
39,48

1067             
42

1124             
44,25

b mm            
in

56            
2.20

63.5              
2.50

70             
2.76

79.5             
3.13

86            
3.39

89             
3.50

102             
3.27

108            
4.25

140             
5.51

140             
5.51

143             
5,62

149             
5,86

159        
6,25     

165             
6,5

172             
6,7

L mm            
in

610                
24.02

737            
29.02

838             
33

968          
38

1029          
40.51

1130          
44.49

1219            
43

1321            
52.01

1549          
60.98

1651          
65 APM 1880          

74 APM APM 2286          
90

L (WE) mm            
in

610                
24.02

737            
29.02

838             
33

968          
38

1029          
40.51

1130          
44.49

1219            
43

1321            
52.01

1549          
60.98 APM APM APM APM APM APM

H mm            
in

690            
27.17

758           
29.84

824            
32.44

856            
33.7

875          
34.45

937          
36.89

1020            
40.16

1080        
42.52

1295            
51 APM APM APM APM APM APMS

ØW mm            
in

800          
31.50

800                  
31.50

800           
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

800             
31.50

Weight 
(RF - RTJ)

kg             
Lb

335             
739

620             
1367

960             
2117

1280             
2822

1720             
3792

2250    
4961

3070          
6768

4050          
8929

6100        
13448  

7070          
15587

8070         
17791

9680             
21341

11000             
24251

13470             
29696

15700             
34613
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&DWDORJ�)LJXUH�1R� 7\SH�RI�(QGV�

8922 Raised Face (RF)

8923 Ring Type Joint (RTJ)

8924 Buttweld (WE)


