
Unit Switch Type Part Number Inventory Description Stock

SW10000-L08

Westlock Magnum XT-90 Hermetically Sealed Proximity 
Switch, Tungsten, SPDT Form C (Normally Open), Grey 

Cable (Approx., Length 180mm), (2A/24VDC)

Old Part No: B-SW10000

143

316SB-STM-020-AAA

Westlock Controls 316 Silver Bullet Proximity Switch with 
1 x M20 Conduit Entry,  SPDT Tungsten Contacts, 20Ft 

Flying Lead. Unit ATEX / IECEx Certified - Exd IIC; 
NEC500 Certified Class 1, Division 1 Groups A,B,C&D. 

Supplied with Trigger Bolt and Jam Nuts

108

2245ABYN00022AAA-AR3

Westlock Controls AccuTrak, 2200 Series Aluminium 
Enclosure, Black / Yellow Beacon Indicator, Namur 
Shaft, 2 x M20 Conduit Entries, 2 x V3 Mechanical 

Switches SPDT Contacts pre-wired to 8 point Terminal 
strip. Unit ATEX / IECEx Dual Certified Explosionproof 

Ex II 2 G D - Exd IIB+H2. Revision 3 Build.

104

2649ABYN00022AAA-AR2

Westlock Controls AccuTrak, 2600 Series Aluminium 
Enclosure, Black / Yellow Beacon Indicator, Namur 
Shaft, 2 x M20 Conduit Entries, 2 x Magnum XT90 

Hermetically Sealed Proximity Switch SPDT Tungsten 
Contacts pre-wired to 10 point Terminal strip. Unit ATEX 
/ IECEx Dual Certified Explosionproof Ex II 2 G D - Exd 

IIC.

57
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Unit Switch Type Part Number Inventory Description Stock

1145RBYN00022AAA-0R1

Westlock Weatherproof Rotary Position Monitor, 1100 
Series, Non Hazardous Resin Enclosure, 2 off SPDT 
Silver Plated Contacts Rated 15A@120VAC, 2 x M20 

Conduits, Namur, Namur Shaft.

42

2249ABYN00022AAA-AR3

Westlock Controls AccuTrak, 2200 Series Aluminium 
Enclosure, Black / Yellow Beacon Indicator, Namur 
Shaft, 2 x M20 Conduit Entries, 2 x Magnum XT90 

Hermetically Sealed Proximity Switch SPDT Tungsten 
Contacts pre-wired to 8 point Terminal strip. Unit ATEX / 
IECEx Dual Certified Explosionproof Ex II 2 G D - Exd 

IIB+H2 .

47

BM2-Y
Westlock 90 Degree Black & Yellow Beacon

Old Part No: B-BY90
59

3049RBYN00022AAA-AR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3000 with Flanged Lid, ATEX Certified EX II 

1GD, Exia IIC T* Ga, Exia IIIC T120C Da IP6X, 2 x 
Magnum XT90 Rhodium SPDT Switches, Engineered 

Resin Enclosure, Black / Yellow Beacon, Namur Shaft, 2 
x M20 Conduit Entries.

20
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Unit Switch Type Part Number Inventory Description Stock

SW-121202UK-001 Westlock V3 SPDT Silver Plated Mechanical Switch 
TOP 51

3345RBYN00022AAA-AR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3300 with Flanged Lid, ATEX Certified EX II 
*GD Exia II* T* G* Ex t IIIC T135C Da IP6X Tamb -*C to
+*C (For * see Certificate) Engineered Resin Housing, 2
x Gold Plated SPDT Mechanical Swiches, Black/Yellow

Beacon, 2 x M20 Conduits, Namur Shaft.

10

3345SBYN00022AAA-AR1

Westlock Controls  AccuTrak, 3300 Series, 316 
Stainless Steel Enclosure, Black / Yellow Beacon  

Indicator, Namur Shaft, 2 x M20 Conduit Entries, 2 x V3 
Mechanical Switches SPDT Gold Plated Contacts pre-
wired to 8 point Blue Terminal Strip. Unit ATEX / IECEx 
Dual Certified Intrinsically Safe Ex II 1 G D - Exia IIC T6

3

3449RBYN00022AAA-AR1

Westlock AccuTrak Encapsulated Rotary Position 
Monitor, Series 3400 with Flanged Lid, (EExme) - EX II 2 

GD EX mb e IIC T* Gb Ex tb IIIC T*C Db IP6X, 
Engineered Resin Housing, 2 x XT-90 SPDT Magnum 

Proximity Switches, Black/Yellow Beacon, 1 x M20 & 1 x 
M25 Conduits, Namur Shaft. 

21
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3045RBYN00022AAA-AR1

Westlock AccuTrak Series '3000' Rotary Position 
Monitor, Intrinsically Safe, Series 3000 with Flanged Lid, 

ATEX Certified EX II 1GD, Exia IIc T* Ga, Exia IIIC 
T120C Da IP6X, 2 x SPDT Mechanical Switches, 

Engineered Resin Enclosure, Black / Yellow Beacon, 
Namur Shaft, 2 x M20 Conduit Entries.

163

SW-121202UK-002 Westlock V3 SPDT Silver Plated Mechanical Switch 
BOTTOM 72

316SB-STN-020-AAA

Westlock Controls 316 Silver Bullet Proximity Switch with 
1 x 1/2"NPT Conduit Entry,  SPDT Tungsten Contacts, 
20Ft Flying Lead. Unit ATEX / IECEx Certified - Exd IIC; 
NEC500 Certified Class 1, Division 1 Groups A,B,C&D. 

Supplied with Trigger Bolt and Jam Nuts

93

3047RBYN00022AAA-AR1

Westlock Controls  AccuTrak, 3000 Series Zytel Resin 
Enclosure, Black / Yellow Beacon  Indicator, Namur 

Shaft, 2 x M20 Conduit Entries, 2 x Pepperl & Fuchs NJ2-
V3-N Inductive Proximity Sensors  pre-wired to 8 point 
Blue Terminal Strip. Unit ATEX / IECEx Dual Certified 

Intrinsically Safe Ex II 1 G D - Exia IIC T6

142
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3249RBYN00022AAA-0R1

Westlock AccuTrak Weatherproof Rotary Position 
Monitor, 3200 Series, Non-hazardous Design, 

Engineered Resin Housing, 2 x SPDT Tungsten 
Magnum Switches, Black/Yellow Beacon, 2 x M20 

Conduits, Namur Shaft.

8

2247ABYN00022AAA-AR3

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2200 Series with Flanged Lid, ATEX 
Certified Ex II 2G Exd IIB+H2 T* Ex tD A21 IP6X T*C 
Tamb -*C to +*C (For * see Certificate), Aluminium 

Housing, 2 x NJ2-V3-N P&F  Proximity Sensors, Black / 
Yellow Beacon, 2 x M20 Conduits, Namur Shaft.

16

2007NBY2B2M0200

Westlock Accutrak Explosionproof Rotary Position 
Monitor, '2007' Series, Aluminium Enclosure, Namur 

Shaft, Black / Yellow Beacon, 2 x 3/4" NPT (F) Conduits, 
2 x SPDT Mechanical Switches - 8 Pt. TS.

20

2245SBYN00022AAA-AR3

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2200 Series with Flanged Lid, ATEX 
Certified Ex II 2G Exd IIB+H2 T* Ex tD A21 IP6X T*C 

Tamb -*C to +*C (For * see Certificate), Stainless Steel 
Housing, 2 x V3 Mechanical Switches, Black/Yellow 

Beacon, 2 x M20 Conduits, Namur Shaft.

16
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Unit Switch Type Part Number Inventory Description Stock

No picture available SW10108-L08
Westlock Magnum XT-90 Hermetically Sealed Proximity 
Switch, Rhodium, SPDT Form C (Normally Open), Blue 

Cable (Approx., Length 180mm).
12

2249SBYN00022AAA-AR3

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2200 Series with Flanged Lid, ATEX 
Certified Ex II 2G Exd IIB+H2 T* Ex tD A21 IP6X T*C 
Tamb -*C to +*C (For * see Certificate), 316 Stainless 
Steel Housing, 2 x XT90 Proximity Switches, Black / 

Yellow Beacon, 2 x M20 Conduits, IP Rating: IP66/67, 8 
point Terminal Strip, Namur Shaft.

16

360NBY2B2M0200

Westlock AccuTrak Explosionproof Rotary Position 
Monitor, '360' Series, Aluminium Enclosure, Namur 

Shaft, Black / Yellow Beacon, 2x 3/4" NPT (F) Conduits, 
2x SPDT Mechanical Switches - 10 Pt. TS.

7

2645SBYN00022AAA-AR2

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2600 Series with Screwed Lid, ATEX 

Certified EX II 2 G Exd IIC T* Ex tD A21 IP6X T*C  Tamb 
-*C to +*C (For* see Certificate), Stainless Steel 

Housing, 2 x V3 Mechanical Switches, Black / Yellow 
Beacon, 2 x M20 Conduits, Namur Shaft.

4
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2645ABYN00022AAA-AR2

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2600 Series with Screwed Lid, ATEX 

Certified EX II 2 G Exd IIC T* Ex tD A21 IP6X T*C  Tamb 
-*C to +*C (For* see Certificate), Aluminium Housing, 2 x 

V3 Mechanical Switches, Black / Yellow Beacon, 2 x 
M20 Conduits, Namur Shaft.

37

SW10000-L05

Westlock Magnum XT-90 Hermetically Sealed Proximity 
Switch, Tungsten, SPDT Form C (Normally Open), Grey 
Cable (Short Wires for 2200 Series Units), (2A/24VDC) 1

No switches K20N-IS-E-H0B-0BB

Westlock K20 Electro Pneumatic Positioner, Grilamid 
Engineered Resin Enclosure, Black / Yellow Beacon 

Indicator, Namur Shaft, 1 x M20 Conduit Entries, 
Standard Flow High Pressure (40-120PSI) Anodised 

Aluminium Manifold, 1/4"BSP Ports, No Switches 
complete with 4-20Ma Position Transmitter. Unit ATEX 

Certified Intrinsically Safe.

0

2245ABYN00042AAA-AR3

Westlock Controls AccuTrak, 2200 Series Aluminium 
Enclosure, Black / Yellow Beacon Indicator, Namur 
Shaft, 2 x M20 Conduit Entries, 4 x V3 Mechanical 

Switches SPDT Contacts pre-wired to Terminal strip. 
Unit ATEX / IECEx Dual Certified Explosionproof Ex II 2 

G D - Exd IIB+H2 . Revision 3 Build

2
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Unit Switch Type Part Number Inventory Description Stock

BAA3041 Stainless Steel Namur Cast Bracket to suit Actuators 
with 80mm x 30mm with 20mm High Output Shaft 41

3349SBYN00022AAA-AR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3300 with Flanged Lid, ATEX Certified EX II 
*GD Exia II* T* G* Ex t IIIC T135C Da IP6X Tamb -*C to
+*C (For * see Certificate) Stainless Steel Housing, 2 x
XT-90 SPDT Magnum Proximity Switches, Black/Yellow

Beacon, 2 x M20 Conduits, Namur Shaft.

3

No Picture available GS-20001 BUNA O-RING FOR W/PROOFING 10

2249SBYN00042AAA-AR3

Westlock Controls AccuTrak, 2200 Series 316 Stainless 
Steel Enclosure, Black / Yellow Beacon Indicator, Namur 

Shaft, 2 x M20 Conduit Entries, 4 x Magnum XT90 
Hermetically Sealed Proximity Switch SPDT Tungsten 

Contacts pre-wired to a Terminal strip. Unit ATEX / 
IECEx Dual Certified Explosionproof Ex II 2 G D - Exd 

IIB+H2 . Revision 3 build.
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3045SBYN00022AAA-AR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3000 with Flanged Lid, ATEX Certified EX II 
1GD, Exia Iic T* Ga, Exia IIIC T120C Da IP6X, 2 x Gold 

Plated SPDT Mechanical Switches, Stainless Steel 
Enclosure, Black / Yellow Beacon, Namur Shaft, 2 x M20 

Conduit Entries.

7

3347ABYN00022AAA-CR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3300 with Flanged Lid, CCOE (INDIA) 
Certified, Aluminium Housing, 2 x P&F NJ2-V3-N 

Inductive Proximity Sensors, Black/Yellow Beacon, 2 x 
M20 Conduits, Namur Shaft.

4

3347SBYN00022AAA-AR1

Westlock AccuTrak Intrinsically Safe Rotary Position 
Monitor, '3300' Series with Flanged Lid, Stainless Steel 
Housing, 2 x NJ2-V3-N Sensors, Black /Yellow Beacon, 

2 x M20 Conduits, Namur Shaft, EExia.

18

2249ABYN00022FAN-AR1

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2200 Series with Flanged Lid, ATEX 
Certified Ex II 2G Exd IIB+H2 T* Ex tD A21 IP6X T*C 
Tamb -*C to +*C (For * see Certificate), Aluminium 

Housing, 2 x XT90 Proximity Switches, Black / Yellow 
Beacon, 2 x 1/2"NPT Conduits, IP Rating: IP66/67, 8 

point Terminal Strip, Namur Shaft.

1
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Unit Switch Type Part Number Inventory Description Stock

3047SBYN00022AAA-AR1

Westlock AccuTrak Intrinsically Safe Rotary Position 
Monitor, '3000' Series with Flanged Lid, Stainless Steel 
Housing, 2 x NJ2-V3-N Sensors, Black /Yellow Beacon, 

2 x M20 Conduits, Namur Shaft, EExia.

13

BAA3042 Stainless Steel Namur Cast Bracket to suit Actuators 
with 80mm x 30mm with 30mm High Output Shaft 33

2245ABYS00022ABM-AR3

Westlock Accutrak 2200 Series Aluminium, Black / 
Yellow Beacon Indicator, Standard Output Shaft, 2 x M20 
Conduit Entries, 2 x V3 Mechanical Switches SPDT Gold 
Plated Contacts pre-wired to 8 point terminal strip, Unit 

ATEX certified Explosionrproof Exd IIB+H2 T6. Revision 
3 Build

2

3049SBYN00022AAA-AR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3000 with Flanged Lid, ATEX Certified EX II 

1GD, Exia Iic T* Ga, Exia IIIC T120C Da IP6X, 2 x 
Magnum XT90 Rhodium SDPT Swiches, Stainless Steel 
Enclosure, Black / Yellow Beacon, Namur Shaft, 2 x M20 

Conduit Entries.

7
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3245RBYN00022AAA-0R1

Westlock AccuTrak Weatherproof Rotary Position 
Monitor, 3200 Series, Non-hazardous Design, 

Engineered Resin Housing, 2 x V3 Mechanical SPDT 
Switches, Black/Yellow Beacon, 2 x M20 Conduits, 

Namur Shaft.

98

3245SBYN00022AAA-0R1

Westlock AccuTrak Weatherproof Rotary Position 
Monitor, 3200 Series, Non-hazardous Design, Stainless 

Steel Enclosure, 2 x V3 Mechanical SPDT Switches 
(Silver Plated Contacts Rated 15A@120VAC), 

Black/Yellow Beacon, 2 x M20 Conduits, Namur Shaft.

6

2649SBYN00022AAA-AR2

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2600 Series with Screwed Lid, ATEX 

Certified EX II 2 G Exd IIC T* Ex tD A21 IP6X T*C  Tamb 
-*C to +*C (For* see Certificate), Stainless Steel 
Housing, 2 x Magnum XT-90 Proximity Switches, 

Black/Yellow Beacon, 2 x M20 Conduits, Namur Shaft.

21

2265A00N00022AAA-AR3

Westlock Controls AccuTrak, 2200 Series Aluminium 
Enclosure, No Visual Indication (Flat Cover), Namur 
Shaft, 2 x M20 Conduit Entries, 2 x V3 Mechanical 

Switches SPDT Contacts pre-wired to 8 point Terminal 
strip. Unit ATEX / IECEx Dual Certified Explosionproof 

Ex II 2 G D - Exd IIB+H2 .

7
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Unit Switch Type Part Number Inventory Description Stock

3347RBYN00022AAA-AR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3300 with Flanged Lid, ATEX Certified EX II 
*GD Exia II* T* G* Ex t IIIC T135C Da IP6X Tamb -*C to
+*C (For * see Certificate) Engineered Resin Housing, 2

x NJ2-V3-N Sensors, Black/Yellow Beacon, 2 x M20 
Conduits, Namur Shaft.

35

B-SW10001-007 Westlock V3 SPDT Mechanical Switch TOP (Extended 
Wires) 4

3349RBYN00022AAA-AR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3300 with Flanged Lid, ATEX Certified EX II 
*GD Exia II* T* G* Ex t IIIC T135C Da IP6X Tamb -*C to
+*C (For * see Certificate) Engineered Resin Housing, 2

x NJ2-V3-N Sensors, Black/Yellow Beacon, 2 x M20 
Conduits, Namur Shaft.

20

BAA3043 Stainless Steel Namur Cast Bracket to suit Actuators 
with 130mm x 30mm with 30mm High Output Shaft 12
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Unit Switch Type Part Number Inventory Description Stock

3347ABYN00022BXA-AR1

Westlock Accutrak 3300 Series Aluminum Enclosure, 
Black /Yellow Beacon Indicator, Namur Shaft, 2 x 

1/2""NPT Conduit Entries, 2 x Pepperl & Fuchs NJ2-V3-
N Inductive Proximity Sensors pre-wired to 8 point MK3/8 

Klippon terminal strip. Unit ATEX Certified Exia IIC T6.

4

2649SBYN00022BEI-AR2

Westlock AccuTrak, 2600 Series with Flanged Lid, ATEX 
Certified Ex II 2G Exd IIB+H2 T* Ex tD A21 IP6X T*C 
Tamb -*C to +*C (For * see Certificate), 316 Stainless 
Steel Housing, 2 x XT90 Rhodium Proximity Switches, 
Black / Yellow Beacon, 2 x M20 Conduits, IP Rating: 

IP66/67, 8 point Terminal Strip, Namur Shaft.

5

2645ABYN00022FAN-AR2

Westlock Controls AccuTrak, 2600 Series Aluminium 
Enclosure, Black / Yellow Beacon Indicator, Namur 

Shaft, 2 x 1/2"NPT Conduit Entries, 2 x V3 Mechanical 
Switches SPDT Contacts pre-wired to 10 point Terminal 
strip. Unit ATEX / IECEx Dual Certified Explosionproof 

Ex II 2 G D - Exd IIC

4

2645ABYS00022AAA-AR2

Westlock Controls AccuTrak, 2600 Series Aluminium 
Enclosure, Black / Yellow Beacon Indicator, Standard 

Shaft, 2 x M20 Conduit Entries, 2 x V3 Mechanical 
Switches SPDT Contacts pre-wired to 10 point Terminal 
strip. Unit ATEX / IECEx Dual Certified Explosionproof 

Ex II 2 G D - Exd IIC .

2
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3347RGRN00023AAA-AR1

Westlock Accutrak 3300 Series Grilamid Resin 
Enclosure, Green / Red Beacon Indicator, Namur Shaft, 
2 x M20 Conduit Entries, 2 x Pepperl & Fuchs NJ2-V3-N 
Inductive Proximity Sensors pre-wired to 8 point terminal 
strip, Unit ATEX certified Intrinsically Safe Exia IIC T6.

2

3347ABYS00022AAA-AR1

Westlock Controls  AccuTrak, 3300 Series, Aluminium 
Enclosure, Black / Yellow Beacon  Indicator, Standard 

Shaft, 2 x M20 Conduit Entries, 2 x Pepperl & Fuchs NJ2-
V3-N Inductive Proximity Sensors pre-wired to 8 point 
Blue Terminal Strip. Unit ATEX / IECEx Dual Certified 

Intrinsically Safe Ex II 1 G D - Exia IIC T6

5

3647ABYNACK22AAA-AR1 Alum Enc, 2 off P&F NJ2-V3-N, Ind Prox, 2-Wire, 1.1cV 
3/2-way, 1/4" BSP Alum FII SOV, 24VDC, 2xM25, Namur 2

3649RLYNACK22AAA-AR1

Westlock Quantum, Intrinsically Safe Rotary Control 
Monitor. 3600 Series, Grilamid Resin Enclosure , Low 

Profile Black / Yellow Beacon, Resin Enclosure, 2x XT-
90 Magnum Proximity Switches Rhodium Contact. 

Namur Shaft, 2x M25 Conduit Entries. Solenoid Body 
Material Aluminium, 24 V DC Coil, 3/2 way - Fail Closed 

(1/4"" BSP entry 1.1 Cv) Dual Cert ATEX & IECEx

6
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Unit Switch Type Part Number Inventory Description Stock

B-SW10001-008 Westlock V3 SPDT Mechanical Switch BOTTOM 
(Extended Wires) 4

2247SGRN00022AAA-AR1

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2200 Series with Flanged Lid, ATEX 
Certified Ex II 2G Exd IIB+H2 T* Ex tD A21 IP6X T*C 

Tamb -*C to +*C (For * see Certificate), Stainless Steel 
Housing, 2 x NJ2-V3-N P&F  Proximity Sensors, Green / 

Red Beacon, 2 x M20 Conduits, Namur Shaft.

2

3547RBYN00022AFT-0R1

Westlock Controls Accutrak 3500 Series Grilamid Resin, 
Black / Yellow Beacon Indicator, Namur Shaft, 2 x M20 

Conduit Entries, 2 x IFM IS5026 Inductive Proximity 
Sensors pre-wired to 8 Point terminal strip. Unit for a Non 

Hazardous (Safe Area) application only.

12

316SB-DTM-020-AAA

Westlock Controls 316 Silver Bullet Proximity Switch with 
1x M20 Conduit Entry,  DPDT Tungsten Contacts, 20Ft 

Flying Lead. Unit ATEX / IECEx Certified - Exd IIC; 
NEC500 Certified Class 1, Division 1 Groups A,B,C&D. 

Supplied with Trigger Bolt and Jam Nuts

1

Kirana Two Tower Level 10A
Kelapa Gading

Jakarta

sales@ramevalve.com www.ramevalve.com+6281231691901

Kirana Two Tower Level 10A
Kelapa Gading

Jakarta

sales@ramevalve.com www.ramevalve.com+6281231691901



Unit Switch Type Part Number Inventory Description Stock

9479SBY2B2M0600

Westlock AccuTrak Explosionproof Rotary Position 
Monitor, '9479' Series, Aluminium Enclosure, 

Black/Yellow Beacon, 2x XT-90 Magnum Switches SPDT 
with Tungsten contacts - 8 point Terminal Strip, 2x 3/4" 

NPT (F) Conduits, Standard Shaft. 

4

2649ABYN00022FAN-AR2

Westlock Controls AccuTrak, 2600 Series Aluminium 
Enclosure, Black / Yellow Beacon Indicator, Namur 

Shaft, 2 x 1/2"NPT Conduit Entries, 2 x Magnum XT90 
Hermetically Sealed Proximity Switch SPDT Tungsten 

Contacts pre-wired to 10 point Terminal strip. Unit ATEX 
/ IECEx Dual Certified Explosionproof Ex II 2 G D - Exd 

IIC.

3

VA-070501UK Falcon II Solenoid Valve Aluminium Body, 1.1cv, 3/2 
Way, 1/4"NPT Ports 3

VA-080501UK Falcon II Solenoid Valve Aluminium Body, 1.1cv, 3/2 
Way, 1/4"BSP Ports 11
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VA-031201UK Westlock Controls 316 Stainless Steel  Falcon (LCF) 
Valve Assembly 5/2 Way, 1.1cv, Hex O/R 4

K20RLYN-AMTS-01

Westlock K20 Electro Pneumatic Positioner, Grilamid 
Engineered Resin Enclosure, Black / Yellow Low Profile 
Beacon Indicator, Namur Shaft, 1 x M20 Conduit Entries, 

Standard Flow High Pressure (40-120PSI) Anodised 
Aluminium Manifold, 1/4"BSP Ports, 2 x Rhodium SPDT 
Magnums complete with 4-20Ma Position Transmitter. 

Unit ATEX Certified Intrinsically Safe.

2

3345RBYN00022ADZ-AR1

Westlock Controls  AccuTrak, 3300 Series Grilamid 
Resin Enclosure, Black / Yellow Beacon  Indicator, 
Namur Shaft, 2 x 3/4"NPT Conduit Entries, 2 x V3 

Mechanical Switches SPDT Gold Plated Contacts pre-
wired to 8 point Blue Terminal Strip. Unit ATEX / IECEx 
Dual Certified Intrinsically Safe Ex II 1 G D - Exia IIC T6.

4

3545RBYN00022AAA-0R1

Westlock AccuTrak Weatherproof Rotary Position 
Monitor, 3500 Series, Non-hazardous Design, 

Engineered Resin Housing, 2 x V3 Mechanical SPDT 
Switches, Black/Yellow Beacon, 2 x M20 Conduits, 

Namur Shaft.

29
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Unit Switch Type Part Number Inventory Description Stock

3266R00N00022AAA-0R1
Westlock '3200' Series, Non Hazardous, Resin Enc, 2 off 
DPDT Silver Plate Switch 10A@125VAC / 250VAC, 2 x 
M20 Conduits, Namur Shaft, No Beacon / Flat Cover.

1

3347ABYN00022AAA-AR1

Westlock AccuTrak Rotary Position Monitor, Intrinsically 
Safe, Series 3300 with Flanged Lid, ATEX Certified EX II 
*GD Exia II* T* G* Ex t IIIC T135C Da IP6X Tamb -*C to
+*C (For * see Certificate) Aluminium Housing, 2 x P&F

NJ2-V3-N Inductive Proximity Sensors, Black/Yellow 
Beacon, 2 x M20 Conduits, Namur Shaft.

19

3347SBYN0CS23AAA-AR1

Westlock Accutrak 3300 Series Stainless Steel, Black / 
Yellow Beacon Indicator, Namur Output Shaft, 3 x M20 

Conduit Entries, 2 x Pepperl & Fuchs NJ2-V3-N 
Inductive Proximity Sensors pre-wired to 8 point terminal 
strip along with CS 4-20mA Position Transmitter, Exia IIC 

T6 ATEX Intrinsically Safe certified.

1

9479NBY2B2M0600

Westlock AccuTrak Explosionproof Rotary Position 
Monitor, '9479' Series, Aluminium Enclosure, 

Black/Yellow Beacon, 2x XT-90 Magnum Switches SPDT 
with Tungsten contacts - 8 point Terminal Strip, 2x 3/4" 

NPT (F) Conduits, Namur Shaft. 

33

Kirana Two Tower Level 10A
Kelapa Gading

Jakarta

sales@ramevalve.com www.ramevalve.com+6281231691901

Kirana Two Tower Level 10A
Kelapa Gading

Jakarta

sales@ramevalve.com www.ramevalve.com+6281231691901

Kirana Two Tower Level 10A
Kelapa Gading

Jakarta

sales@ramevalve.com www.ramevalve.com+6281231691901

Kirana Two Tower Level 10A
Kelapa Gading

Jakarta

sales@ramevalve.com www.ramevalve.com+6281231691901



Unit Switch Type Part Number Inventory Description Stock

SW-30359

Westlock Controls Silver Bullet Magnetic Trigger Bolt 
(Standard)  3/8-16X.750 (N-POLE FACING OUT) with 
3/4" Length Thread - Maximum Sensing Distance 0.1 

inch, 316 Stainless Steel.

72

BR-30017-002 Modmount Bracket System for direct Mount to Keystone 
Actuators (Can be used on Westlock or AVID products) 88

EL-10877 Spare Terminal Strip - 8 Point Terminal Marked 26

2249ABYN00024EIS-AR3

Westlock Controls AccuTrak, 2200 Series Aluminium 
Enclosure, Black / Yellow Beacon Indicator, Namur 

Shaft, 2 x 1/2"NPT and 2 x 3/4"NPT Conduit Entries, 2 x 
Magnum XT90 Hermetically Sealed Proximity Switch 

SPDT Tungsten Contacts pre-wired to 8 point Terminal 
strip. Unit ATEX / IECEx Dual Certified Explosionproof 

Ex II 2 G D - Exd IIB+H2 . Revision 3 Build

7
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Unit Switch Type Part Number Inventory Description Stock

2245ABYS00022AAA-AR3

Westlock AccuTrak Explosionproof/Flameproof Rotary 
Position Monitor, 2200 Series with Flanged Lid, ATEX 
Certified Ex II 2G Exd IIB+H2 T* Ex tD A21 IP6X T*C 
Tamb -*C to +*C (For * see Certificate), Aluminium 

Housing, 2 x V3 Mechanical Switches, Black / Yellow 
Beacon, 2 x M20 Conduits, Standard Shaft. Revision 3 

Build.

10

3847RBYDACK22ENJ-0R2

Westlock Controls Non Hazardous Quantum Control 
Monitor, 3800 Series Grilamid Resin Enclosure, Black / 
Yellow Beacon, Namur Shaft with a Modmount Bracket, 

2 x M20 Conduit Entries, 2 x IFM IS5026 Inductive 
Proximity Sensors, pre-wired to terminal strip, along with 

24VDC Coil. Unit fitted with Falcon II Solenoid Valve, 
1.1cv, 3/2 Way, 1/4"BSP Ports. Unit for a General 

Purpose (Safe Area) Application.

6

3649-MCFUK-2-R1 Westlock Criterion Specification - McCains Foods 8

VA-30181 24VDC Exm Coil for Westlock 3700 / 8700 Quantum 
Control Monitor 14
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Unit Switch Type Part Number Inventory Description Stock

VA-30223 24VDC Intrinsically Safe Coil for Westlock 3600/8600 
Quantum Control Monitor 20

3449RBYN00022FAN-AR1

Westlock Controls  AccuTrak, 3400 Series Grilamid 
Resin Enclosure, Black / Yellow Beacon  Indicator, 

Namur Shaft, 2 x 1/2"NPT Conduit Entries, 2 x Magnum 
XT90 Hermetically Sealed Proximity Switch SPDT 

Tungsten Contacts  pre-wired to 8 point Exe Terminal 
Strip. Unit ATEX / IECEx Dual Certified Encapsulation / 

Increased Safety  Ex II 2 G D - Exmbe

3

3449RBYS00022AAA-AR1

Westlock Controls  AccuTrak, 3400 Series Grilamid 
Resin Enclosure, Black / Yellow Beacon  Indicator, 

Standard Shaft, 2 x M20 Conduit Entries, 2 x Magnum 
XT90 Hermetically Sealed Proximity Switch SPDT 

Tungsten Contacts  pre-wired to 8 point Exe Terminal 
Strip. Unit ATEX / IECEx Dual Certified Encapsulation / 

Increased Safety  Ex II 2 G D - Exmbe

6

3449-BY-IEC-RFS1

Westlock Accutrak Rotary Position Monitor '3400' Series, 
Exmbe IEC, Resin Enclosure, 2 off SPDT XT-90 

Magnum Switches (Tungsten) Rated 2A/250VAC, 1xM20 
& 1xM25 Conduits, Metric Mounting.

10
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Unit Switch Type Part Number Inventory Description Stock

3449-WA4-R5-R1
Westlock Criterion Specification Switchbox, 3400 Series, 

Resin Enclosure, Standard Shaft, IECEx Exmbe 
Certified. Woodside Australia Specification.

4

3469R00N00022AAA-AR1

Westlock Controls  AccuTrak, 3400 Series Grilamid 
Resin Enclosure, Flat Cover No Visua  Indicator, Namur 

Shaft, 1 x M25 and 1 x M20 Conduit Entries, 2 x 
Magnum XT90 Hermetically Sealed Proximity Switch 
SPDT Tungsten Contacts  pre-wired to 8 point Exe 
Terminal Strip. Unit ATEX / IECEx Dual Certified 

Encapsulation / Increased Safety  Ex II 2 G D - Exmbe

1

3647RLYNACK22AAA-AR1

Westlock Quantum Switchbox, 3600 Series, Resin 
Enclosure, *Low Profile Black / Yellow Beacon, 2x P&F 
NJ2-V3-N Proximity Sensors, 2-Wire, 1.1cV 3/2-way, 

1/4"" BSP Aluminium Falcon II Solenoid Valve, 24 VDC, 
2 x M25 Conduits, Namur Shaft. Standard Beacon 

Height 74.2mm *Low Profile Beacon Height 55.4mm

1

3649-FF-TMU1
Westlock Controls Foundation Fieldbus Quantum 

Control Monitor, Criterion Model No. 3649-FF-TMU1-R1. 
Tioxide Specification

2
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Unit Switch Type Part Number Inventory Description Stock

BM2-RG Westlock Controls  Quarter Turn Green Open / Red 
Closed Beacon Indicator 23

BM2-Y-LP Westlock Controls  Black & Yellow Low Profile Beacon 
Indicator 90 Degree. 11
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