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*EPDM:Maximum temperature 100℃ in case of continuous using.

（－10 to 70℃） （－20 to 120℃）

0.7Mpa

Ｅ
Ｐ
Ｄ
Ｍ

SCS14

JIS B 2002 46 Series

Model

Face To Face

Coating

※In case of flow media contains oil or oil material, EPDM seat cannot be applicable.
*Please contact to us in case of using less than 0(Zero) temperature.

Applicable Flange Std.

Max.Service Pressure

Max.Service Temperature

Hydrostatic Seat Test

Hydrostatic Shell Test

Actuators

Size

Epoxy Coating(Grey) Epoxy Coating(Grey)

Lever-Operated , Worm-Gear , Center Handle-Gear , Pneumatic-Cylinder , Electric-Motor

1.1MPa

1.0MPa

1.5MPa

JIS5K、10K、ASME 150Lb、ISO PN10

40mm to 300mm 350mm to 1200mm

－10 to 70℃ NBR       －20 to 120℃ EPDM※

Asbestos-Free

C TYPE         FCD450
A・B・E TYPE        FC250

 FC250

 SCS13
FCD450

NBR、EPDM

NBR

NBR

SUS420J2

Body

Part Name
Material

Disc

Seat Ring

O-ring

Gasket

Stem
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230
238
248
253
265
330
345
401
483
513

179
179
179
179
179
271
271
355
445
445

3.2
3.7
4.6
4.7
5.6
11.1
12.9
21.0
41.0
51.0

27.0
35.0
49.0

22.0
31.0
45.0

69

For Type 612XA , 612XB , 612XE,
contact us for assistance seperately. 

※Shapes vary according to sizes.
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H2

A

L

A

H2

W

L

647
722
762
792
933
956
1011
1154
1224

421
454
454
454
538
538
538
632
632

390
390
390
390
450
450
450
590
590

350
410
495
575
720
755
1015
1560
1810

650
717
767
860
895

62 603 506 70 736
779
809
854
894
929
934
983
1061
1091
1148
1212
1298
1373
1449

140
160
180
215
250
280
335
490
600
690
735
815
1145
1365
1710

621
621
621
621
623
623
623
659
685
685
685
765
789
789
811

200
200
200
200
250
250
250
250
400
400
400
400
500
500
500

974

1300
1340
1370

1060 266

※Shapes vary according to sizes.
 (14 to 48 inch)
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