
CBE Series Camflex Valve

Product Introduction Angle Travel Valve

Papermaking, chemical, petroleum, chemical fiber, 
electric power,metallurgy, pharmaceutical and 
environmental protection.
Appropriate for throttling the service fluids containing 
strong acid, alkali and oxidant, such as hydrochloric 
acid,sulfuric acid,hydrofluoric acid,nitric acid and 
aqua regia.

Application:

Petrochemical, metallurgy and coal chemical 
industry

Application:

Pneumatic Actuator: Series NW etc.
Electric Actuator:       AUMA, ROTORK etc.

Optional Actuator:

Pneumatic Actuator: Series PCR, NW etc.
Electric Actuator:       AUMA, ROTORK etc.

Optional Actuator:

For more details, see NEWAY catalog No.E-CBE

Product Range
Size

Rating

Body Material

Face-to-face Dimensions

Flow Characteristics

Rangeability

Operation

Operating temperature

1"~16"

ANSI Class 150~600

CS, SS, Alloy, Duplex SS etc.

ISA S75.04 (ANSI Class 150~600)

Linear

100:1

Pneumatic, Electric

Hard sealing: -195°C~400°C
Soft sealing:   -73°C~204°C

Leakage Class FCI 70-2 Class IV, VI (soft seat)

Design Standard IEC60534

CBV Series V-Notch Ball Valve

For more details, see NEWAY catalog No.E-CBV

Product Range
Size

Rating

Body Material

Face-to-face Dimensions

Connection Type

Flow Characteristics

Rangeability

Operation

Operating temperature

1"~20"

ANSI Class 150~600

CS, SS, Alloy, Duplex SS etc.

ISA S75.04 (ANSI Class 150~600)

WF, WJ, RF, RTJ, FF etc.

Equal percentage

300:1

Hard sealing: -40°C~350°C；
Soft sealing:   -40°C~180°C；

Pneumatic, Electric

Leakage Class FCI 70-2 Class IV, V, VI (soft seat)

Design Standard IEC60534

Trim material SS, Alloy Steel and Duplex SS etc.

Valve construction Cylinder valve with V-shaped notch

Valve construction

Trim material SS, Alloy Steel and Duplex SS etc.

Cylinder body and eccentric 
rotary design

Angle Travel Valve Product Introduction

Application:
Used in long-distance transport pipes of 
petroleum and natural gas
Able to block the service fluids
Appropriate for water, oil and gas

Optional Actuator:
Pneumatic Actuator: Series NWS etc.
Electric Actuator:       AUMA, ROTORK etc.

Application:
Oil & natural gas transmission lines
Shut off media
Suitable for working media of water, oil and gas 

Optional Actuator:
Pneumatic Actuator: Series NWS etc.
Electric Actuator:       AUMA, ROTORK etc.

B Series Floating Ball valve

For more details, see NEWAY catalog No.E-B

Product Range
Size

Rating

Body Material

Face-to-face Dimensions

Connection Type

Operating temperature

Operation

ASME B16.10

WF, WJ, RF, RTJ, FF, NPT

-196°C~400°C

Pneumatic, Electric

1/2"~10"

ANSI Class 150~2500

Forged CS & SS etc.

Design Standard BS 5351, API 6D, ISO 17292

Trim material Canbon Steel, SS and Duplex SS etc.

Fire safe test certified API 607, API 6FA

Low emission certified ISO 15848, TA-LUFT

Leakage Class API 6D

BS Series Side Entry Ball Valve

For more details, see NEWAY catalog No.E-Bs

Product Range

ASME B16.10

WF, WJ, RF, RTJ, FF, NPT

-196°C~400°C

Pneumatic, Electric

2"~60"

ANSI Class 150~2500

Forged CS & SS, etc.

Size

Rating

Body Material

Face-to face Dimensions

Connection Type

Operating temperature

Operation

Design Standard BS 5351, API 6D, ISO 17292

Fire safe test certified API 607, API 6FA

Low emission certified ISO 15848, TA-LUFT

Leakage Class FCI 70-2 Class IV, V, VI

Trim material Canbon Steel, SS and Duplex SS etc.

NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.NEWAY reserves the right to change design, materials or specifications without notice and is free of obligation to furnish or install such changes on products previously sold.


