
















DIMENSIONS.MODEL NO，.MATERIAL 

GENERAL PURPOSE TYPE FOR AC 
M55R口σ白州

PAT.NO.902315 

.:rrl--，-S 

GENERAL PURPOSE TYPE FOR DC 
M55R口σ口0・D11
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MODEL NO. VALVE TYPEL NO 
」山辺J [VALVE 

-8司

巴訓

C則

1.22 

3.2 

4.3 

5.18 

14.5 

17.3 

1.22 

3.2 

4.3 

5.18 

14.5 

17.3 

EXPLOSION-PROOF TYPE FOR AC 
M55Rロσ口)-AE1

E泌4

NO PARTS 

BODY 
2 BASE 
3 PILOT BASE 
4 MANUAL BUTTON 
5 PILOT ASS'Y 
6 LATCHET ASS'Y 

::iIANAK J 
、sc NC |コ MC 1M∞EL 580 
U Iz INRUSHA DIー |同10附A
1C /50 2.8 24 。.91
100/60 3.1 0.56 48 0.53 
110/60 2.6 0.46 100 0.24 
200/50 1.4 。.25 110 0.26 
220/50 1.3 。.22 125 0.20 
220/60 1.3 。23

CONTINUOU DUTY 
QPERA TING VOL T AGE ，E+1096.-1596 

cαL INSULATIC ¥JC ASS B 

(Note) Other Voltage available when 
required. 



PNEUMATIC' NO VOLTAGE RELESE' ELECTRICALL Y TRIPPED 'SOLENOID ACTING 

NO VOL TAGE RELEASE 

When solenoidis energized and Manual but 

ton is manullypushed， the valve is latched 

open;pressure is applied to cylinder “OUT 1" 

and cyllnder “OUT 2" is exhausted.Valve is 

latched In this position only as longas the 

solenoid is continuously energized. when the 

solenoid is de-energizedthe latch drops put 

and pressure is applied to cylinder “OUT 2" 

and cylinder “OUT 1" is exhausted. The valv 

eremains in this positlon until energizes and 

manuallyoperated. ELECTRICALL Y TRIPPED 

also is available.Refer to Flow Diagrams. 

( SPECIFICATIONS ) 

TYPE : M81 RG: No Voltage Release 
: M81TG: Electricaliy Tripped 

PIPE SIZE : Rc 1/4" ， 3/8" 
ORIFICE SIZE 中6
SOLENOID ENCLOSURE : General Purpose Type， AC...A1 

DC...D11 
: Exploslon-proof Type， AC...AE1 

DC...DE11 
Exploslon-proof Construction is according to JIS C0903 
OFFICIAL APPROVAL No : d2G4.Class 8 Coil“ROKEN" No. 14202 

: d2G4.Class H ColI“ROKEN" No. 22721 
MEDIA : Clean air ( Not including dust or water ) 

or Inter gas 
WORKING PRESSURE : O-O.99Mpa 
Cv FACTOR : 0.58 
MEDIA TEMPERATURE ー20-+60'C
AMBIENT TEMPERATURE : -20-+40'C 
MATERIAL : BOdy: Anti-croosion Aluminum Alioy 

Spool: Stainless Steel 
Gasket:“0" Ring of NBR 

MOUNTINGOF 

SOLENOID HEAD GENERAL PURPOSE EXPLOSION・PROOF GENERAL PURPOSE EXPLOSION.PROOF 

品部長野阜、，
ouZ;写?と::
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TYPE FOR AC TYPE FOR AC 

FLOW DIAGRAMS 

NO VOL TAGE RELEASE ENTERGIZEO LATCHEO 

FUNCTIONI RG 4wtly 2positlon 

開
州~JT向
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TYPE FOR AC TYPE FOR AC 

FLOW DIAGRAMS 

ELECTRICALLY TRIPP印 OE.ENTERGIZEOLA TCHEO 
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GENERAL PURPOSE TYPE FOR DC 
MS1RG(TGトD11

EXPLOSION-PROOF TYPE FOR AC 
MS1RG(TGトAE1

1-'1'1_ 

凪

川
町

EXPLOSION-PROOF TYPE FOR DC 
MS1RG打G)・DE11

MODEL No 
SIZE d AC DC 

M81RG・8-A1 M81RG・8-011 8 1/4 
M81 RG-8-AE 1 M81 RG-8-0E 11 8 1/4 
M81RG-l0-Al M81RG-1O-011 10 3/8 
M81RG-l0-AEl M81RG-l0・OE11 10 3/8 
M81TG・8-A1 M81TG・B・011 B 1/4 
M81 TG-8-AE 1 M81TG・B・OEll 8 1/4 
M81TG-l0-A 1 M81TG-l0-0 11 10 3/8 
M81TG-10-AE 1 M81TG-l0-DE 11 10 3/8 

MODEL NO. 
VAL VE MODEL NO. 

τ70⑪ 叫 |ぬE剛

VALVE SIZE 

ST ANDARD VOL T AGE 

SCM5L S80 

VlHz INRA USH 枇ADING DC・VHCLA mNG 

100/50 2.8 0.5 24 。.91
100/60 3.1 0.56 48 0.53 

110/60 2.6 0.46 100 024 

200/50 1.4 0.25 110 0.26 

220/50 1.3 022 125 0.20 

220/60 1.3 0.23 

CONTINUOUS OUTY 

OPERA TING VCU A使 RANGE+l096.ー1596

COIL INSULATION CLASS B 

ー10-

No PARTS 
NO.OF MATER-
UNIT INL 

1 IBODY A6063 

2 BASE A6063 

3 RETAINER SUSω4 

4 MANU札 BUTTQN 凡ASTI防

5 SPACER AC2C-F 

6 LATCHET IS巴t

7 BOLT W/SW 4S巴tsSS4∞ 
8 BOLT W/SW 4S巴tsお4∞
9 BOLT W/SW 4Sets SS4∞ 
10 SOLENαDASS'y ISet 



Silenl Tcchnolog'll 

Kメ、NE三KCコ

Head Office: 

Hlratsuka Facto叩

Fukuyama Office 
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1$09001 Approvod，Certlfled Buslnoss for High-pressure Gas Test on、dManufacture 

Kaneko Sangyo co.，Ltd. 
Home page:http://www.kaneko.co.jp 

5-10-6， Shlba， Mlnato-ku， Tokyo 108-0014， Japan 

Tel: 03-3455-1414 F副・ 03・3456・5820

5・3・9，Hlgashlyawata， Hiratsuka City， Kanagawa 254・0016，Japan
Tel: 0463-23-1511 Fax: 0463・23・8055
2-24-25， Mlnamlzaoh-cho， Fukuyama-city， Hlroshima 721-0973， Japan 

Tel: 084・923・5877 Fax: 084-923・5892

SHANGHAI KANEKO: Zo，318 Xlao Wan RD， Shanghai Comprehensive Induslrial Development 

Zone， Zong Xlng Area Shan自hai201400 China 

Tel: 8621・5743-3600Fax:8621-5743-3700 

Http://www.Kaneko.com.cn 

KANEKO KOREA CO:LTD: 202・307，BucheonTechno-Park Sangyong 3rd，36-1 ，SamJeong-Dong， 
Ojeong-Gu，Bucheon-SI，Gyeonggl-Do，KOREA 
Tel: 032・624・0593 F制。 032・624-0590
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